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SECTION H-H

#4 SPIRAL @ 34"
PITCH WITH 135° HOOK
@ TERMINATIONS

CIDH PILE FOUNDATION DETAILS

/4" HHCS-74" LONG.
TACK WELD Hex NUT

INSIDE, TOTAL 4

CONTOUR CONTACT EDGES OF
STRUCTURAL TUBING TO FIT

GRIND EDGES SMOOTH, ROUGHNESS OF
EDGES NO GREATER THAN 1000 MICROINCHES

POST WALL

Yg" NEOPRENE GASKET

CEMENTED TO COVER R

10 GAUGE COVER R

ATTACH %" Dia OR LONGER

BLAN BRASS BOLT WITH WASHER TO
INSIDE OF POST FOR GROUNDING
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OUTSIDE DIAMETER OF PIPE

/4" Dia Hex HEAD
BOLT WITH NUT — |

ELLIPTICAL HANDHOLE OPENING
TO MATCH PATTERN PROVIDED —

PATTERN OF

ELLIPTICAL
HANDHOLE CUT OUT

[—TACK WELD Hex NUT
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ELEVATION
NOTES:

POST BASE ELEVATION

1. Pile shall be placed against undisturbed material.

LOWER HANDHOLE AND COVER

GROUND SURFACE
ADJACENT TO TRAFFIC

g

DETAILS

SLOPE PROTECTION

N

above lower handhole-unless post is galvanized.

2. Primer and paint post interior from base plate to 6"

3. On single post sign structures, the post shall be
raked out of plumb, with the use of leveling nuts to
make the bottom of the sign frame level.

4. When foundation is located on a steep slope with
exposed face of concrete adjacent to traffic,

GROUND SURFACE AWAY see "DETAIL C".

FROM TRAFFIC

o

Project Plans.

—

UUSUSUS

N\

DETAIL C

Slope protection required when indicated on
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FOUNDATION AND
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